
Cutting and Welding Permit 

Date & Time:    Location: 

Issued to:    Company (if Contractor): 

Valid from  to   

Work to be performed: 

Special Precautions: 

 

THE FOLLOWING PRECAUTIONS SHALL BE TAKEN TO PREVENT FIRE BEFORE ANY WELDING OR 
CUTTING PERMIT IS APPROVED. 

1. Welders' curtains established in the immediate area to protect other employees from arc. 

2. Floors swept clean 

3. Flammable and combustible materials removed from area. All remaining combustibles must 
be protected with metal guards or flame resistant covers (not ordinary tarpaulins). 

4. All hazardous operations discontinued. 

5. Fire watch provided to watch for dangerous sparks in area as well as floors above and below. 

6. Adequate fire protection equipment provided extinguishers. (10 lb. ABC Extinguisher in site 
of welder or watch person). 

7.Equipment being welded or cut has been thoroughly cleaned of all flammable material. 

Authorization: The above-described location has been thoroughly inspected for fire hazards. 
The necessary precautions have been stipulated, and the employees understand the safety 
requirements. Permission is granted for this work. 

Inspected by:       Title:    

 This permit must be kept available by the welder at the work site for inspection at all times 
while performing work. 

AFTER WORK IS COMPLETED AND THE AREA HAS BEEN THOROUGHLY CHECKED FOR FIRE, THE 
WELDER SIGNS BELOW AND RETURNS THIS PERMIT TO THE AUTHORIZED SUPERVISOR. 

 

Welder's Signature:     Date: 

 

Permit shall remain on file for a minimum of three years. 
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